Notes

- This drawing is the copyright of Land Studio. It must not be copied or reproduced without written consent.

- This drawing is to be read as part of a full Landscape Drawing Package in conjunction with all the relevant
surveys alongside the Architectural and Engineers drawings

-Only figured dimensions are to be taken from this drawing. Dimensions should not be scaled from this drawing,
as scaling of this drawing cannot be assured.

- All dimensions are to millimetres unless specified otherwise

- All contractors must visit the site and be responsible for taking and checking all dimensions, services and setting
out related to the works shown on this drawing

LY F - B O l | N DA RY P LA N -All coordinates are set to dimensional points to enable easy cross referencing on site
1 - All setting out points are to be verified on site and any discrepancies should be clarified by the Landscape
Architect

+Hatching is not a technical representation of surface patterns, contractors are to follow the line of direction
1 . 50 O specified on drawings . Where no line of direction is given contractor to contact Landscape Architect before

laying.
Al levels should be checked on site and conflicts reported to the design office.

...If in doubt ask

" - Existing Palisade Fence:
" Approx. 1.8m high to be retained and repaired as
"— and where necessary

- Gate Location:
Gates to match adjacent fencing.

Manual with sliding lock latch

- Secure Boundary Line:

2.4m high weldmesh fence. Colour: Black.
CLD Fencing Securus Lite, LPS 1175 Security
Rating 2 or equal approved

- Secure Boundary Line (screening):

2.4m high weldmesh with timber infill fence. Colour: Black,
with natural timber.

CLD Fencing Exempla with timber infill or equal approved

- Demarcation Fencing:

1.8m high weldmesh with safety rotop. Colour: Black.

CLD Fencing Securus Lite, LPS 1175 Security Rating 2 or
equal approved

- Railing and Balustrade:
1.2m high metal railing to tie in with boardwalk design
Specialist design to be developed

- Metal Railing :
1.8m high vertical bar with flat top/ Colour: Black

Fencing to tie in with new pedestrian gateway and existing
boundary along Ffaldau Terrace

- Timber Post and Rail:
1.2m high cleft chestnut post and rail to mitigation area

- Play Area Fencing:
1.8m RoSPA bowtop fencing . Colour: Black.
Fencing to enclose Nursery Recption play area

- Play Area Fencing:
1.5m RoSPA bowtop fencing . Colour: Black.
Fencing to enclose Meithrin play area
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