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SECTION 1

283540

280110

Metal infill panels (colour tbc) with 
opportunity to develop laser cut design 
with local biodiversity references.

Ground level 

Potential for small viewing holes for 
children's interaction with the view 
across the valley

LEARNING LANDINGS WALKWAY

10
63

The position and location of the structural supports 
have been designed to limit tree clearance and 
major earthworks along the embankment. Structural 
design of supports to be developed further by project 
engineer

Vertical bar metal railing with handrail 
will provide fall protection on both 
sides of the new walkway and be 
clearly visible through

1:20

30
4

4305

Information panels for 
learning about the habitats 
the children can see.

Refer to External Lighting plan for 
details of proposed lighting strategy.

11
00

22
84

73
9

38
7

2000

Timber frame and branding 
to tie in with  architectural 
materials of the new school 
building.

Vertical bar metal pedestrian 
gate ties in with new 
boundary fencing 

School logo incorporated in to 
new gateway

1.8m high vertical bar 
metal railings feature 
along new pavement.

SECTION 1

-

-Elevation 1 - a

PROPOSED PAVEMENT EMBANKMENTFFALDAU TERRACE

2000

EXISTING GROUND LINE

Cast insitu concrete retaining wall to 
comply with RCT Design Guide. Height to 
vary from 0.5m-1.5m

1.8m high vertical bar 
metal railing fixed to 
retaining wall18

00
50

0

Foundation to engineers 
design and detail
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